
SKID-STEER

FORESTRY DISC MULCHER

At Diamond Mowers we are continuously working on innovation 
and improvement of our skid-steer attachments to ensure you have 
the best solution to reclaim land.

As part of that innovation, we are proud to now offer three different motor options 
for our 60” Skid-Steer Forestry Disc Mulcher.

WHICH MOTOR IS RIGHT FOR YOU?

MOTOR FLOW
RANGE

IDEAL USE
MULCHER

MSRP*
DESCRIPTION

Gear Motor Fixed Displacement 
Steel Gear

$22,245
32 - 45

GPM
Budget-friendly option for low to intermittent use 
by users who operate less than 200 hours/year

P125

P160

125cc Fixed
Displacement Piston

$24,064
32 - 45

GPM
Best fit for most full time operators, providing 20% 
more productivity over the gear motor.

160cc Fixed
Displacement Piston

$27,668
37 - 45

GPM

Best fit when time means money, providing the 
operator with the highest torque and lowest 
hydraulic operating temperatures. Overall, this 
motor is 25% more productive than the P125.

*Price does not include freight

CHOOSING THE RIGHT

MOTOR.



Torque is one of the 
biggest contributors of 
overall performance. 

As a function of hydraulic motor displacement and 
the skid-steer's available pressure - more pressure 
results in increased torque.

This increased torque of the P160 means quicker 
run-ups, faster recovery, fewer plugs and ultimately 
higher overall productivity for you.
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www.DiamondMowers.comInfo@DiamondMowers.com+1 605.977.3300

WHY DOES
TORQUE MATTER?
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TORQUE RANGES BASED ON PSI
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